POWER SETTING TABLE — T.C.M. TS10 360E SERIES

CHECKLIST PA-34 200T

45% POWER 55% POWER
(APPROX. 16.1 GPH FUEL CONS.) (APPROX. 18 GPH FUEL CONS.)

PRESS. i?}'. RPM | 2000 | 2100 | 2200 | 2300 | 2000 | 2200 | 2300 | 2400 | 2500 | 2575
ALT. | TEMP.
FEET | °C MANIFOLD PRESSURE — INCHES MERCURY
S.L. 15 276 | 264 | 256 | 246 | 31.8 | 296 | 284 | 27.0 | 26.0 | 256
2000 | 11 268 | 256 | 250 | 240 | 308 | 285 | 276 | 264 | 254 | 250
4000 7 20 | 25.0 | 240 | 234 | 298 | 280 | 270 | 258 | 250 | 246
6000 3 250 | 244 | 236 | 228 | 290 | 274 | 264 | 252 | 244 | 240
8000 | 46 | 236 | 228 | 223 266 | 256 | 248 | 240 | 238
10000 | -5 238 | 230 | 224 | 218 260 | 250 | 242 | 236 | 23.2
12000 | -9 230 | 224 | 217 | 210 250 | 244 | 238 | 230 @ 228
14000 | -13 26 | 21.8 | 21.0 | 206 245 | 238 | 230 | 226 | 224
16000 | -17 210 | 204 | 200 240 | 234 | 226 | 220 | 220
18000 | -2 198 | 194 228 | 220 | 210 | 217
20000 | -25 18.8 21.6 | 208 | 21.0
22000 | -28 206 | 208
24000 | -33 204 | 204
25000 | -34 20.0 | 20.0

To maintain constant power, add approximately 1% for each 6°C above standard, subtract

approximately 1% for each 6°C below standard.
NOTE: Full throttle manifold pressure values may not be obtainable when atmospheric conditions are non-standard.




POWER SETTING TABLE — T.C.M. TSIO 360E SERIES

CHECKLIST PA-34 200T

I 65% POWER ° 75% POWER
(APPROX. 20.5 GPH FUEL CONS.) (APPROX. 23.6 GPH FUEL CONS.)
PRESS.| ALT. | RPM | 2200 | 2300 | 2400 | 2500 | 2575 2300 | 2400 | 2500 | 2575
ALT. | TEMP. ,
FEET | °C | MANIFOLD PRESSURE — INCHES MERCURY
sL. | 15 335 | 320 ! 306 | 298 | 29.2 35.5 | 340 ! 330 | 328
2000 | 11 328 | 315 | 300 | 29.0 | 28.8 350 | 334 | 326 | 320
4000 | 7 320 | 308 | 296 | 286 | 282 344 | 328 | 320 | 316
6000 | 3 314 | 300 | 290 | 280 | 27.8 336 | 320 | 314 | 309
8000 | -1 306 | 296 | 284 | 276 | 274 330 | 316 | 308 | 303
10000 | -5 288 | 27.8 | 270 | 270 324 | 310 | 302 | 298
12000 | -9 280 | 272 | 266 | 264 316 | 304 | 298 | 293
14000 | -13 274 | 266 | 260 | 26.0 298 | 292 | 290
16000 | -17 267 | 260 | 258 | 25.6 294 | 288 | 286
18000 | -21 256 | 252 | 250 284 | 283
20000 | -25 248 | 248 28.0
22000 | -28 244 | 244
24000 | -33 24.0
25000 | -34

To maintain constant power, add approximately 1% for each 6°C above standard, subtract

approximately 1% for each 6°C below standard.

NOTE: Full throttle manifold pressure values may not be obtainable when atmospheric conditions are non-standard.




CHECKLIST PA-34 200T
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Example:
OAT: 8°F Power: 55%

Pressure altitude: 16,500 ft. True airspeed: 161 knots



