United States Anchorage Ted Stevens Anchorage Intl
20-APR-2017

ANC-PANC Aol

GENERAL

] Operational Hours \
ATS Hours / AD OPS Hours: H24

\ Airport Information |

RFF: FAA INDEX E / CAT 9/10,
PCN: All RWYs: 81/F/A/W/T

\ Operation \
Traffic Note

Visual Separation Procedure: To inform pilots operating from Ted Stevens Anchorage AD of VIS
separation PROC between TWR and Terminal Radar Approach Control (TRACON). Ted Stevens Anchorage
TWR and Ted Stevens Anchorage TRACON are authorized to apply visual separation between ACFT under
control of either facility in order to maintain efficiency.

Low Visibility Procedure

LVP in force when RVR falls below 1200ft.

Primary RWY for ARR during LVP: 07R
Primary RWY for DEP during LVP: 33. TWY K will be used as DEP entry point for RWY 33

If RWY 07R is used for TKOF, TWY J will be used as DEP entry point.
Line up and wait PROC on RWY 07R prohibited.

Follow-me AVBL O/R
RWY Restriction: RWY 07R: For TKOF from TWY J backtrack prohibited.
TWY Restriction: TWY V MAX weight 5.7t / 125001bs.

Taxi/Parking
No right turn out of ramp parking area R2-R4.

Standards for ACFT parking at the North Terminal gates (N1-N8), remote refueling ramp positions (R2-R4
and R7-R14) and remote refueling ramps south of TWY U (P1-P3):

The design ACFT for the North Terminal is the B747-300 with wingspan 60m / 196ft. Larger ACFT may
be parked in these spaces provided the required restrictions as noted below are met. The design ACFT
for R2-R4 and R7 is the B747-400 with wingspan 65m / 214ft. These four spots have no restrictions
for any ACFT with wingspan 65m / 214ft or less. The design ACFT for R8-R14 is the B747-8 with
wingspan 69m / 225ft. Larger ACFT may be parked in these spaces provided the required restrictions
as noted below are met. The design ACFT for P1 is the B747-400 with a wingspan of 65m / 214ft. The
design group for P2 and P3 is Group IV with wingspan 80m / 262ft.

Any additional Group VI parking requirements should be coordinated with AD OPS.

Additionally, use only MNM power in the ACFT parking areas.

Parking area Design ACFT Restrictions for Larger Design ACFT
North Terminal

N1-7 B747-300 ®,0

N8 B747-300 ©)

Remote Parking Positions

R2-4 B747-400 (Group V) @

R7 B747-400 (Group V) ®

R8-14 B747-8 ®
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